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MBR WASTEWATER TREATMENT

THE CHALLENGE 
The tractor factory produces varying qualities of wastewater, gener-
ated by the multiple production processes:

  �Paint shop

  �Transmission

  �Assembling line

  �Lathe tools machine

  �Sewage from employee facilities

Ovivo Water worked with Berghof Membranes to develop an efficient 
and cost-effective system that could handle the challenging feed 
streams that varied in both volume and quality.

Of course, the system needed to be robust enough to handle the high-
strength wastewater, concentrate the waste matter to a level suitable for 
discharge, and produce permeate suitable for partial reuse in the factory.

PROJECT OVERVIEW
Ovivo Water was contracted to design a wastewater treatment system for a large tractor manufacturer in Turkey. The factory produces two waste-
water streams: 
(1) industrial wastewater containing oil and metals with a high COD concentration, and (2) common wastewater stream containing high levels 
of organic matter from the factory‘s 3.000 employees. The volume and strength of the combined wastewater vary considerably from day to day.

THE BERGHOF MEMBRANES SOLUTION
With 50 years of experience in tubular PVDF membrane technology 
and industrial effluent treatment, Berghof Membranes has developed 
a compact external MBR treatment technology, called , that 
adapts to the varying volume ofwastewater in the tractor factory.

The two initial wastewater streams are pretreated separately:

  �The industrial stream is pretreated with a complete physical chem-
ical treatment to remove oils and heavy metals.

  �The sewage stream first passes through a strainer to remove large 
coarse solids, then through a filter to separate fibers and smaller 
particles, and then the final stage to remove oils and grease.

The two streams are then mixed and sent to the membrane bioreactor 
(MBR) in order to reduce the organic load of the wastewater. A portion 
of the permeate is re-used for the internal facilities of the factory, and 
the rest is discharged directly to the municipality.

The  external MBR achieves a complete retention of the bi-
omass in the aerobic reactor and delivers significant improvement of 
the digestion process. This advanced technology features an intelligent 
combination of variable crossflow velocity, backwashing, chemicalen-
hanced backwash and cleaning-in-place (CIP).

The software analyzes the system in real-time and automatically ad-
justs the parameters based on the conditions of the feed stream, ensur-
ing smooth and continuous operation.

Picture 1. Physical chemical treatment plant

PROJECT DETAILS
Location:	 Turkey 
OEM:	 Ovivo Water GmbH 
Product:	  
Produced Permeate:	 740 m3/day 
COD influent:	 1.000 – 1.500 mg/L 
Membrane:	 8 mm, PVDF, backwashable
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The information and data contained herein are believed to be accurate and reliable, and are provided in good faith. However, no guarantee of performance is given. Berghof Membrane Technology GmbH 
accepts no liability for any results obtained or damages incurred through the use of this information. The customer is responsible for determining whether the products and information presented are 
appropriate for their use, and for ensuring that their workplace and disposal practices comply with applicable laws and other governmental enactments. Specifications are subject to change without 
notice. Berghof Membrane Technology GmbH is a wholly owned company of Berghof GmbH. All rights reserved. © 2026 Berghof Membrane Technology GmbH • www.berghofmembranes.com.

ABOUT BERGHOF MEMBRANES
Berghof Membrane Technology GmbH, part of the Berghof Group, is your leading manufacturer 
of tubular UF membrane solutions for the filtration and separation of process streams and waste-
water in a variety of industries including dairy, landfills, food & beverage, chemical, pharmaceu-
tical and oil & gas.

We at Berghof Membranes continuously “think outside the box” by not only offering tubular UF 
membrane modules, but we also deliver engineered filtration systems and support services to 
our OEM partners. From lab-scale testing, to piloting, to engineering design, to commissioning, 
to remote monitoring and analysis, to replace parts – we’re more than just a membrane supplier.

CONTACT
Europe 
+31 58 8100-110  
info@berghofmembranes.com 
Americas 
+1 320 9683809 
sales.americas@berghofmembranes.com 
Asia 
+65 8 8763424 
sales.asia@berghofmembranes.com

Customer Benefits
  �Small footprint
  �Fully automated operation
  �Robust and compact
  �Good scaling control
  �Superior effluent quality for discharge to municipality
  �Complete retention of the biomass
  �Easy cleaning and maintenance
  �Improved digestion process

For a challenging feed stream that varied in both volume and quality, the self-regulating  
external MBR system from Berghof Membranes proved to be a suitable and innovative solution.
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THE  SYSTEM
Based on a side-stream ultrafiltration system located outside the bi-
oreactor (the external principle), the Berghof Membranes 
self-regulating system uses high-quality tubular membrane modules. 
The system is self-regulating and therefore consumes less energy. 
The proprietary built-in software system analyses data in real time 
using advanced algorithms based on transmembrane pressure (TMP) 
to control pump speed, backwash and cleaning frequency. The filtration 
system automatically monitors the individual TMP and automatically 
initiates the cleaning procedure if it exceeds defined limits as a result 
of fouling. 

Depending on the need, the system selects one of the cleaning modes 
to eliminate fouling: (1) increased cross-flow velocity, (2) backwash 
with or without chemicals, or (3) flushing or cleaning-in-place 
(CIP). Once cleaning is completed, the system automatically checks 
the TMP values again and applies additional cleaning protocols if the 
set-point value is not reached. Additionally, the unit can continue to 
produce a fixed amount of permeate even during the backwash pro-
cess. The Berghof Membranes  self-regulating external 

filtration sytem treats wastewater streams at a cross-flow velocity 
of 1.5 – 2.5 m/s and a flux range of 50 – 100 LMH. All this combined  
ensures less energy, reduced maintenance time and improved OPEX.

Picture 2: Berghof Membranes  self-regulating UF Skid
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